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Go against the grain with us and stay 
up-to-date with outdoor living trends 
using these helpful tips to get you 
started on beautiful deck designs.  
As you know from your time building 
stunning decks, there’s more than one 
way to go about building these designs. ​

​Here you’ll find quick tips, rather than 
detailed directions, on how to create 
these attention-grabbing, residential 
designs – and keep customers raving 
about your work. 

				    TimberTech.com



•	 Narrow and wide width boards are only available in square-shoulder which requires 
top-down fastening (Cortex® or TOPLoc®).​

•	 Wide width (7.25”) decking installs 30% faster than standard width (5.5”) decking, as it 
covers a wider area and requires fewer fasteners.  ​

•	 Narrow width (3.5”) decking requires more fasteners compared to standard (5.5”) 
and wide (7.25”) width decking. Therefore, it will require additional cost and time for 
installation. ​

•	 When mixing all three widths the install time evens out and is equal to the same install 
time as all regular width decking. ​

•	 Narrow and wide width deck boards cost the same per square foot as standard width 
decking within the same collection.

Multi-Width Decking Facts
We’re here to arm you with all things Multi-Width Decking.  
Learn how to make this product work for you.

Vintage Collection®

NARROW WIDTH - 3.5"

STANDARD WIDTH - 5.5"

WIDE WIDTH - 7.25"
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WIDTHS: Narrow, Standard, or Wide
STYLE: Classic
COMPLEXITY: Easy

WIDTHS: Narrow, Standard, or Wide
STYLE: Classic
COMPLEXITY: Easy

S I N G L E  W I D T H

S I N G L E  W I D T H -  D I A G O N A L

•	 Requires standard framing.​
•	 Most applications require a 16” on center joist 

spacing.​
•	 For commercial application or a sturdier feel 

underfoot, use a narrow joist spacing (i.e. 12” on 
center). Please note: this will increase the cost for 
framing and fasteners.​

•	 Note: If the adjoining walls of a structure surrounding 
the deck are not square, each board will require 
custom end-cuts to ensure no unsightly gaps. 

•	 A diagonal design requires narrower joist spacing – 
typically 12” on center. This means more joists and 
fasteners than a standard layout.​

•	 Cutting each board on the required 45 degree angle at 
the ends creates more waste and cost. Make sure to 
plan accordingly when estimating material needs.​

•	 This design is the perfect solution for homes in 
which the adjoining walls of a structure surrounding 
the deck are not square.  The diagonal layout hides 
otherwise out-of-square or inconsistent angles.

What You Need To Know

What You Need To Know

COMPATIBLE
PRODUCTS

DECK 
COLLECTIONS LOCATION BOARD WIDTHS

TimberTech® AZEK®
Harvest®

Arbor®
Full Deck Standard (5.5”)

TimberTech® AZEK® Vintage® Full Deck
Narrow (3.5”), 

Standard (5.5”) or 
Wide (7.25”)

TimberTech® PRO™ All Full Deck Standard (5.5”)

TimberTech® EDGE™ All Full Deck Standard (5.5”)

COMPATIBLE
PRODUCTS

DECK 
COLLECTIONS LOCATION BOARD WIDTHS

TimberTech® AZEK®
Harvest®

Arbor®
Full Deck Standard (5.5”)

TimberTech® AZEK® Vintage® Full Deck
Narrow (3.5”), 

Standard (5.5”) or 
Wide (7.25”)

TimberTech® PRO™ All Full Deck Standard (5.5”)

TimberTech® EDGE™ All Full Deck Standard (5.5”)

NARROW WIDTH - 3.5"
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WIDTHS: Narrow, Standard, or Wide
STYLE: Classic
COMPLEXITY: Moderate

WIDTHS: Narrow, Standard, or Wide
STYLE: Reimagined
COMPLEXITY: Easy

P I C T U R E  F R A M E
MITERED

CRAFTSMAN

T H E  A S S O R T M E N T

•	 The field of the deck uses standard framing 
techniques. Reference page “single width” (page 3) for 
additional information.​

•	 The Picture Frame design detail requires additional 
framing in the substructure to support the framing 
boards, with special attention paid to the area 
immediately beneath the mitered corner joints.​

•	 Using wider boards for the outside picture frame 
is ideal for decks with railing posts around the 
perimeter as the post will sit on a single board. 

•	 If the adjoining walls of a structure surrounding the 
deck are not square, each board may require custom 
end-cuts to ensure no unsightly gaps. 

•	 This deck design uses standard framing techniques.  ​
•	 Installation requires the same amount of time and 

labor as a standard width deck because the efficiency 
of installing the wide width boards offsets the 
additional fasteners and labor needed to install the 
narrow width boards.

What You Need To Know

What You Need To Know

COMPATIBLE
PRODUCTS

DECK 
COLLECTIONS LOCATION BOARD WIDTHS

TimberTech® AZEK®
Harvest®

Arbor®
Inside+Frame Standard (5.5”)

TimberTech® AZEK® Vintage® Inside+Frame
Narrow (3.5”), 

Standard (5.5”) or 
Wide (7.25”)

TimberTech® PRO™ All Inside+Frame Standard (5.5”)

TimberTech® EDGE™ All Inside+Frame Standard (5.5”)

COMPATIBLE
PRODUCTS

DECK 
COLLECTIONS LOCATION BOARD WIDTHS

TimberTech® AZEK® Vintage® Inside
Narrow (3.5”), 

Standard (5.5”) or 
Wide (7.25”)
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 WIDTHS: Narrow and Wide
STYLE: Reimagined
COMPLEXITY: Easy

WIDTHS: Narrow, Standard, or Wide
STYLE: Adventurous
COMPLEXITY: Advanced

T H E  P I N S T R I P E

I N S P I R I N G  I N L A Y S

•	 This deck design uses standard framing techniques.  ​
•	 Installation requires slightly more time and labor  

due to additional fastening needed for the narrow 
width boards.

•	 Start by framing the perimeter of the single width 
deck using the standard framing requirements  
(page 3).​

•	 Then, frame the diagonal inlay area with narrower 
joist spacing – generally, 12” on center (page 3).​

•	 Then, add supplemental blocking for the Picture 
Frame design detail (Page 4).

What You Need To Know

What You Need To Know

COMPATIBLE
PRODUCTS

DECK 
COLLECTIONS LOCATION BOARD WIDTHS

TimberTech® AZEK® Vintage® Full Deck
Narrow (3.5”), 

Standard (5.5”) or 
Wide (7.25”)

COMPATIBLE
PRODUCTS

DECK 
COLLECTIONS LOCATION BOARD WIDTHS

TimberTech® AZEK®
Harvest®

Arbor®
Inside+Frame Standard (5.5”)

TimberTech® AZEK® Vintage® Inside+Frame
Narrow (3.5”), 

Standard (5.5”) or 
Wide (7.25”)

TimberTech® PRO™ All Inside+Frame Standard (5.5”)

TimberTech® EDGE™ All Inside+Frame Standard (5.5”)
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WIDTHS: Narrow, Standard, or Wide
STYLE: Adventurous
COMPLEXITY: Advanced

WIDTHS: Narrow, Standard, or Wide
STYLE: Adventurous
COMPLEXITY: Advanced

H E R R I N G B O N E

T A S T E F U L  T I L E S

•	 This deck design requires narrow joist spacing – 
meaning more joists are needed – and substantially 
more blocking and fasteners needed throughout the 
deck substructure than a standard deck.​

•	 Please note: Requires multiple angled end-cuts 
on each board at the ends are required. Therefore, 
creating more waste and cost.​

•	 This design requires a precise layout of the pattern 
and precision cuts for each board. This attention to 
detail results in a higher overall installation time. 

•	 The Tasteful Tiles design requires some additional 
– and a more complex – substructure framing to 
accommodate the picture frames as well as the tile 
boards going in different directions.​

•	 The smaller the “tiles,” the more complex framing 
required to adequately support each tile. This results 
in a higher cost.

What You Need To Know

What You Need To Know

COMPATIBLE
PRODUCTS

DECK 
COLLECTIONS LOCATION BOARD WIDTHS

TimberTech® AZEK®
Harvest®

Arbor®
Inside+Frame Standard (5.5”)

TimberTech® AZEK® Vintage® Inside+Frame
Narrow (3.5”), 

Standard (5.5”) or 
Wide (7.25”)

TimberTech® PRO™ All Inside+Frame Standard (5.5”)

TimberTech® EDGE™ All Inside+Frame Standard (5.5”)

COMPATIBLE
PRODUCTS

DECK 
COLLECTIONS LOCATION BOARD WIDTHS

TimberTech® AZEK®
Harvest®

Arbor®
Inside+Frame Standard (5.5”)

TimberTech® AZEK® Vintage® Inside+Frame
Narrow (3.5”), 

Standard (5.5”) or 
Wide (7.25”)

TimberTech® PRO™ All Inside+Frame Standard (5.5”)

TimberTech® EDGE™ All Inside+Frame Standard (5.5”)
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WIDTHS: Narrow, Standard, or Wide
STYLE: Adventurous
COMPLEXITY: Advanced

T H E  A S S O R T M E N T  -  M I X E D

•	 The field of the deck uses standard framing 
techniques.​

•	 Think ahead and plan accordingly for all widths of 
boards to be mixed equally so that the design is 
aesthetically pleasing.

What You Need To Know

COMPATIBLE
PRODUCTS

DECK 
COLLECTIONS LOCATION BOARD WIDTHS

TimberTech® AZEK®
Harvest®

Arbor®
Inside+Frame Standard (5.5”)

TimberTech® AZEK® Vintage® Inside+Frame
Narrow (3.5”), 

Standard (5.5”) or 
Wide (7.25”)

TimberTech® PRO™ All Inside+Frame Standard (5.5”)

TimberTech® EDGE™ All Inside+Frame Standard (5.5”)
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